
Colt’s high performance HT Plus sealing compound is designed to take the heat. 
It is a thermally activated sealing compound that expands and cures in the presence of high temperatures.  
HT Plus ensures all joint cavities are sealed, while allowing for easy disassembly for future maintenance  
and repairs.

•	 Temperature range from -230°F to 1,350°F

•	 Seals scored and marked surfaces

•	 During initial heating, a series of quick expansive reactions occur that ensures HT Plus finds and 
seals all joint cavities

•	 Potential leak sources are minimized

•	 Joints separate easily for regular maintenance even after extended use at high temperatures

APPLICATIONS
Surfaces which are scored and marked
Surfaces where severe vibrations and stresses are encountered

•	 Flange faces

•	 Gaskets

•	 Pipe joints

•	 Pump casings

•	 Turbine casings
•	 Heat exchangers 

•	 Condensers
•	 Manway covers

HIGH TEMPERATURE + 
HIGH PRESSURE + 
HIGH PERFORMANCE = 
HT PLUS SEALING COMPOUND



•	

HIGH-TEMPERATURE SEALANT THAT PREVENTS LEAKS  
IN THE HARSHEST CONDITIONS

MULTI-MATERIAL SURFACE ADHESION
HT Plus adheres to the surface of most metals, 
ceramics, rubber, and most plastics. 

CHEMICAL RESISTANT

HT Plus is chemical resistance to solvents, oils, 
acids, hydrocarbons and is steam resistant.

PROCESS LEAKAGE REDUCTION

In addition to sealing damaged surfaces,  
HT Plus greatly reduces the potential of 
process leakage when utilized used as a 
gasket dressing with a new gasket and  
proper torque sequence.

MINIMAL SURFACE PREPARATION REQUIRED
Surface prep requires a simple cleaning of all 
loose debris with a wire brush and use of  
a degreaser.

EASILY APPLIED, EASILY REMOVED 
HT Plus is easily applied and is just as easily 
removed after use in shutdown situations. 

LONG-LASTING SHELF LIFE
HT Plus’ shelf life lasts 24 months.

TWENTY-FOUR HOUR SUPPORT 
HT Plus is manufactured and distributed by 
Colt, which provides 24/7 technical support. 
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